
IP CAMERA SERIES

SUMMER
DEALS

DIGITAL WATCHDOG’S

Digital Watchdog’s complete IP solution is 

heating up the IP market and we are offering 

hot summer discounts! These deep discounts 

are only for a limited time so contact your local 

distributor while supplies last.

Toll Free:  866.446.3595 www.digital-watchdog.com sales@dwcc.tv



IPVMS LICENSES

ANALOG LICENSES

# Cameras 16 64 128

Blackjack Blade Blackjack Cube Blackjack E-Rack

CPU Atom D2700 i-5 3550 i-7

Memory 2GB 8GB 16GB
Network    1000 Mbps   1000 Mbps (2x) Dual NIC Card 1000 Mbps (2x) Dual NIC Card

Video On Board On Board (Intel) NVidia

Video Port VGA / HDMI DVI-I (for Analog)  DVI-D (for Digital) VGA / DVI / HDMI

Dimensions (in) 10 (L) 1.6 (W) 6.4 (H) 12.8 (L) 8.5 (W) 7.5 (H) -

OS    Linux 64bit   Windows 7 64bit  Windows 7 64bit

HDD Up to 2TB Up to 9TB Up to 30TB

Weight 4.53 lbs Depends on HDD Space Depends on HDD Space

Power Consumption 40 Watts, 19V DC, 2.1 Amps 250 Watts, 100 AC, 2.5 Amps -

Optional - - RAID, Dual Power Supply

Recording Performance Max80 Mbps Max 360 Mbps Max 360 Mbps

             The Blackjack NVR powered by DW Spectrum is a powerful and user- friendly video management solution, highly 
optimized to provide unlimited scalability, unmatched bandwidth savings and simplified system setup and management. The architecture is cross-platform 
supporting both Windows and Linux.

                 The Megapix Megapixel Camera Series are triple 

codec network camera’s that provides 1080P megapixel resolution at 30 frames per second. 

With advanced features like True Day and Night, IR models, 3D-DNR, and Double Shutter 

WDR will deliver the best images in any type of environment. And Power over ethernet 

combined with our Snapit Housing, branded for its quick and easy installation procedure, 

allows you to view and control your MEGAPIX camera from anywhere in the world in just a 

few minutes.

       DW Spectrum IPVMS is 

a powerful and user-friendly video management solution, 

highly optimized to provide unlimited scalability, 

unmatched bandwidth savings, and simplified system 

setup and management.

Automatic Device Discovery

Simple Enterprise Scalability

Instant Motion-Based Smart Search

Easy Drag-n-Drop Camera Management

Dual Stream Recording

Cross-Platform: Windows and Linux

Graphical HDD Health Monitoring

Seamless Transition from Live to Recorded

ONVIF Pro�le S Compliant

2.1 Megapixels (1080P, 30fps)

Triple Codecs (H.264, MJPEG, MPEG4) with Dual-Stream

1/2.8” CMOS Sensor (7% Larger Than 1/3” CMOS Sensor)

3.5~16mm Auto Focus Lens

8X Digital Zoom, 4.5X Optical Zoom

TDN (True Day and Night/TDN5) (optional)

Power over Ethernet [PoE] & DC12V

Two-Way Audio

Local SDHC Card Remote Backup

Web Server Built- in

Double Shutter WDR (Wide Dynamic Range)

3D-DNR (3D Digital Noise Reduction)

INTEGRATION WITH

LINE OF RECORDERS

N O W  O F F E R I N G

C O M P L E T E

Toll Free:  866.446.3595 www.digital-watchdog.com sales@dwcc.tv

DW-BJBLADE2TB       DW-BJCUBE3TB       DW-BJCUBE6TB       DW-BJCUBE9TBAvailable Models

DW-SPVMAX004

DW-SPVMAX016

DW-SPENCODE4

4 CH. VMAX License

16 CH. VMAX License

4 CH. Encoder License

DW-SPECTRUMLS001

DW-SPECTRUMLS004

DW-SPECTRUMLS010

DW-SPECTRUMLS020

1 DW Spectrum License

4 DW Spectrum License

10 DW Spectrum License

20 DW Spectrum License

MPA20M            Armored 4.3mm Fixed    IP66     x Electronic          x

MD412D            SnapIt Indoor 3.5~16mm        x     x Electronic       X4.5

MD421TIR            SnapIt Indoor 3.5~16mm        x  70ft TDN    X4.5

MD412DB            SnapIt Indoor 3.5~16mm        x     x Electronic       X4.5

MD421TIRB        SnapIt Indoor 3.5~16mm        x  70ft TDN    X4.5

MV421D            SnapIt Outdoor 3.5~16mm     IP68     x Electronic       X4.5

MV421TIR           SnapIt Outdoor 3.5~16mm     IP68  70ft  TDN     X4.5

MV421DB            SnapIt Outdoor 3.5~16mm     IP68     x Electronic       X4.5

MV421TIRB        SnapIt Outdoor 3.5~16mm     IP68  70ft  TDN     X4.5

MC421D              Color Box                  x     x Electronic           x

MB421TIR           Bullet   3.5~16mm      IP66 / 68  100ft TDN     X4.5

MPTZ20X            Pan Tilt Zoom 4.7~94mm      IP66     x TDN     X20
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